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Preliminary Stormwater Control Plan for Regulated Project For  

Vesting Tentative Map 

200 San Marin 

Novato, California 

 

I. Project Data Form 
 

Project Name San Marin Townhomes 

Application Submittal Date November 2025 

Project Location  200 San Marin, Novato CA 

Project Phase No.  N/A 

Project Type and Description  Townhomes Project 

Total Project Site Area 0.558 Acres 

Total New and Replaced Impervious Area 16,102 SF (0.37 acres) 

Total Pre-Project Impervious Surface Area 0 SF (0.0 acres) 

Total Post-Project Impervious Surface Area 16,102 SF (0.37 acres) 

Runoff Reduction Measure Bioretention Facilities 

 
 

II. Project Setting  
 

A. Nature and Purpose of the Project 

 

The proposed project is located at 200 San Marin in Novato, California. The project 
proposes to construct a new townhome subdivision and utility improvements. This project 
site will be proposed with 8 townhome units. 

                 
B. Existing Site Features and Conditions  

 

The site is approximately 0.558 acres and proposes 8 townhome units. The existing lot is 

mostly undeveloped. The existing site has a high point located south-east of the property 

line and runoff slopes generally west towards San Andres Drive ranging between 1% and 

10%. According to the United States Department of Agriculture (USDA) Web Soil Survey 

Program, the soil type belongs to Hydrologic Soil Group D. Existing slopes in the area of 

the project development range from 1 to 10 percent. 
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C. Opportunities and Constraints for Stormwater Control 

Pursuant to the BASMAA Post – Construction Manual, the project is classified as a 

regulated project. This type of project is required to direct runoff from impervious surface 

areas to permanent Best Management Practices (BMPs). BMPs are located based on the 

grading concepts and sized based on the condition of the tributary area. Areas draining to 

bioretention facilities will be sized at 4% of the tributary areas. See attached Stormwater 

Control Plan Exhibit. Bioretention requirements have been sized for the proposed 

improvements for the project. 

 

III. Low Impact Development Design Strategies 

A. Optimization of Site Layout 

The proposed driveway was designed for all stormwater to discharge or runoff to 

bioretention facilities prior to leaving the site. Minimal pipes and other drainage facilities 

proposed to maximize surface drainage. 

B. Use of Permeable Pavers 

N/A 

C. Dispersal of Runoff to Pervious Areas 

N/A 

D. Stormwater Control Measures 

N/A 

IV. Documentation of Drainage Design 

A. Description of Drainage Management Areas 

 

DMA-1 totaling 8,152 SF drains to bioretention facility BR-1 through surface drainage and 

storm drain system. 

 

DMA-2 totaling 8,690 SF drains to bioretention facility BR-2 through surface drainage and 

a storm drain system. 

 

DMA-3 totaling 7,438 SF drains to bioretention facility BR-3 through surface drainage and 

rood drains.  
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B. Areas Draining to Bioretention Facilities 

 

 

Bioretention 

Sizing: IMP-1      

DMA 

Name 

Area (SF)1 
Post-Project 

Surface Type 

Runoff 

Factor 

Area x 

Runoff 

Factor 

Facility Name 

Bioretention Facility 

DMA-
1 

          4,689.00  Roof/ Paving 
           

1.0  
        

4,689.00  

Sizing Factor 
Minimum 

Facility Size 
(SF)1 

Proposed 
Facility 

Size (SF)1 
          3,463.00  

Landscape 
Areas 

           
0.1  

           
346.30  

                   -    
Permeable 

Pavers 
           

0.1  
                 
-    

Total 
>       

        
5,035.30  0.04 201 

              
204  

     
Sized Correctly =  TRUE 

     Area Oversized (SF) =  

                 

3  

 

 

Bioretention  

Sizing: IMP-2      

DMA 

Name 

Area (SF)1 
Post-Project 

Surface Type 

Runoff 

Factor 

Area x 

Runoff 

Factor 

Facility Name 

Bioretention Facility 

DMA-
2 

          6,858.00  Roof/ Paving 
           

1.0  
        

6,858.00  

Sizing 
Factor 

Minimum 
Facility Size 

(SF)1 

Proposed 
Facility Size 

(SF)1 
          1,832.00  

Landscape 
Areas 

           
0.1  

           
183.20  

                   -    
Permeable 

Pavers 
           

0.1  
                 
-    

Total 
>       7041 0.04 282               286  

     Sized Correctly =  TRUE 

     Area Oversized (SF) =                   4  
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Bioretention 

Sizing: IMP-3      

DMA 

Name 

Area (SF)1 
Post-Project 

Surface Type 

Runoff 

Factor 

Area x 

Runoff 

Factor 

Facility Name 

Bioretention Facility 

DMA-
3 

          4,557.00  Roof/ Paving 
         

1.00  
        

4,557.00  

Sizing 
Factor 

Minimum 
Facility 

Size (SF)1 

Proposed 
Facility 

Size (SF)1 
          2,881.00  Landscape Areas 

         
0.10  

           
288.10  

                   -    
Permeable 

Pavers 
         

0.10  
                 
-    

Total 
>       4845 0.04 194 

              
200  

     Sized Correctly =  TRUE 

     Area Oversized (SF) =  

                 

6  

 

V. Source Control Measures 

 

Potential Source of 

Runoff Pollutants 

Structural Source 

Controls 

Operational Source Control BMPs 

Landscape/Outdoor 
Pesticide use 

See statement below Maintain landscaping using minimum 
or no pesticides 
See applicable operation BMPs in 
Fact Sheet SC-41 “Building and 
Grounds Maintenance” in the 
CASQA Stormwater Quality 
Handbook 

Onsite Storm Drain Inlets Mark all inlets with 
“No Dumping, Flows 
to Bay” or similar 

Maintain Storm drain inlet protection, 
consisting of a sediment filter. See 
applicable operation BMPs in Fact 
Sheet SE-10 “Storm Drain Inlet 
Protection” in the CASQA 
Stormwater Quality Handbook.  

Road and Street 
Maintenance 

 Maintain and keep a consistent 
sweeping schedule. See applicable 
operation BMPs in Fact Sheet SC-70 
“Road and Street Maintenance” in the 
CASQA Stormwater Quality 
Handbook 

For landscaped areas existing trees and vegetation will be maintained to the maximum 

extent practicable.  Landscaped areas will be designed such that the use of pesticides will 

not be required.  Refer to the Integrated Pest Management information for proper use of 

pesticides before use. 
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VI. Stormwater Facility Maintenance 

A.  Ownership and Responsibility for Maintenance in Perpetuity 

 

The applicant (owner) will be required to follow the recorded Operation and Maintenance 
Plan and to accept responsibility for interim operation and maintenance of stormwater 
treatment and flow – control facilities until such time as this responsibility if formally 
transferred to a subsequent owner. 
 

B. Summary of Maintenance Requirements for Each Stormwater Facility 

 
Some maintenance requirements for the landscape areas and bioretention facilities will 
include general cleanup to remove any trash and debris that has collected, prune plants to 
maintain the design surface elevation, control weeds using manual methods or natural 
herbicides, add mulch as needed. 

 
Based on the current cost of installation, we anticipate that the maintenance cost over an 
annual period for the proposed bioretention features will be $0.50 per square foot and 
$0.10 for vegetated areas for a total of $767 per year. Since Adobe Associates, 
Incorporated, has no control over the cost of labor, materials, or equipment, or the 
contractor’s methods of determining prices, or market conditions, our opinions of 
probable maintenance cost provided herein are to be made on the basis of our experience 
and qualifications and represent our best judgment as design professionals familiar with 
the construction industry. Adobe Associates, Incorporated cannot, and does not, 
guarantee that the cost will not vary over time as of the date of this report. 

 
Table 1: BMP Inspection and Maintenance Schedules 
 

Inspection Activity 

Every 24 

Hours 

During 

Storm Event 

Monthly 
Bi-Annual 

(Oct/April) 
As Needed 

1. Inspect Bio-
retention Facility 

x x   

2. Inspect Inlets x x   

3. Inspect Outlets x x   

4. Inspect Landscape 
Areas 

  x  

Bioretention Treatment and Infiltration 
The following is the recommended procedure to inspect system in service. 

• Dry street sweeping upon completion of construction 

• Dry street sweeping annually 

• Inspect twice during rainy season for ponded water. 

• Pesticides and fertilizers shall not be used in the bioretention area 

• Plants should be pruned, weeds pulled, and dead plants replaced as needed. 
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VII. Certifications 

 
The design of stormwater treatment facilities and other stormwater pollution control 
measures in this plan are in accordance with the current edition of the BASMAA Post- 
Construction Manual. 
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APPENDIX A 

 
Vicinity Map 

  



VICINITY MAP
SAN MARIN TOWNHOMES

Tentative Map
20O San Marin Drive, Novato, CA

adobe associates, inc.
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P. (707) 541-2300  F. (707) 541-2301
Website: www.adobeinc.com

"A Service You Can Count On!"
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APPENDIX B 

 

Stormwater Control Plan Exhibit 
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APPENDIX C 

 

Soil Analysis 
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Custom Soil Resource Report
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MAP LEGEND MAP INFORMATION

Area of Interest (AOI)
Area of Interest (AOI)

Soils
Soil Map Unit Polygons

Soil Map Unit Lines

Soil Map Unit Points

Special Point Features
Blowout

Borrow Pit

Clay Spot

Closed Depression

Gravel Pit

Gravelly Spot

Landfill

Lava Flow

Marsh or swamp

Mine or Quarry

Miscellaneous Water

Perennial Water

Rock Outcrop

Saline Spot

Sandy Spot

Severely Eroded Spot

Sinkhole

Slide or Slip

Sodic Spot

Spoil Area

Stony Spot

Very Stony Spot

Wet Spot

Other

Special Line Features

Water Features
Streams and Canals

Transportation
Rails

Interstate Highways

US Routes

Major Roads

Local Roads

Background
Aerial Photography

The soil surveys that comprise your AOI were mapped at 
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause 
misunderstanding of the detail of mapping and accuracy of soil 
line placement. The maps do not show the small areas of 
contrasting soils that could have been shown at a more detailed 
scale.

Please rely on the bar scale on each map sheet for map 
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL: 
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator 
projection, which preserves direction and shape but distorts 
distance and area. A projection that preserves area, such as the 
Albers equal-area conic projection, should be used if more 
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as 
of the version date(s) listed below.

Soil Survey Area: Marin County, California
Survey Area Data: Version 19, Aug 29, 2025

Soil map units are labeled (as space allows) for map scales 
1:50,000 or larger.

Date(s) aerial images were photographed: Mar 26, 2022—Apr 
25, 2022

The orthophoto or other base map on which the soil lines were 
compiled and digitized probably differs from the background 
imagery displayed on these maps. As a result, some minor 
shifting of map unit boundaries may be evident.

Custom Soil Resource Report
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

204 Xerorthents-Urban land 
complex, 0 to 9 percent 
slopes

2.8 100.0%

Totals for Area of Interest 2.8 100.0%

Map Unit Descriptions
The map units delineated on the detailed soil maps in a soil survey represent the 
soils or miscellaneous areas in the survey area. The map unit descriptions, along 
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more 
major kinds of soil or miscellaneous areas. A map unit is identified and named 
according to the taxonomic classification of the dominant soils. Within a taxonomic 
class there are precisely defined limits for the properties of the soils. On the 
landscape, however, the soils are natural phenomena, and they have the 
characteristic variability of all natural phenomena. Thus, the range of some 
observed properties may extend beyond the limits defined for a taxonomic class. 
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without 
including areas of other taxonomic classes. Consequently, every map unit is made 
up of the soils or miscellaneous areas for which it is named and some minor 
components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the 
map unit, and thus they do not affect use and management. These are called 
noncontrasting, or similar, components. They may or may not be mentioned in a 
particular map unit description. Other minor components, however, have properties 
and behavioral characteristics divergent enough to affect use or to require different 
management. These are called contrasting, or dissimilar, components. They 
generally are in small areas and could not be mapped separately because of the 
scale used. Some small areas of strongly contrasting soils or miscellaneous areas 
are identified by a special symbol on the maps. If included in the database for a 
given area, the contrasting minor components are identified in the map unit 
descriptions along with some characteristics of each. A few areas of minor 
components may not have been observed, and consequently they are not 
mentioned in the descriptions, especially where the pattern was so complex that it 
was impractical to make enough observations to identify all the soils and 
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the 
usefulness or accuracy of the data. The objective of mapping is not to delineate 
pure taxonomic classes but rather to separate the landscape into landforms or 
landform segments that have similar use and management requirements. The 
delineation of such segments on the map provides sufficient information for the 
development of resource plans. If intensive use of small areas is planned, however, 

Custom Soil Resource Report
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onsite investigation is needed to define and locate the soils and miscellaneous 
areas.

An identifying symbol precedes the map unit name in the map unit descriptions. 
Each description includes general facts about the unit and gives important soil 
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for 
differences in texture of the surface layer, all the soils of a series have major 
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness, 
salinity, degree of erosion, and other characteristics that affect their use. On the 
basis of such differences, a soil series is divided into soil phases. Most of the areas 
shown on the detailed soil maps are phases of soil series. The name of a soil phase 
commonly indicates a feature that affects use or management. For example, Alpha 
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas. 
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate 
pattern or in such small areas that they cannot be shown separately on the maps. 
The pattern and proportion of the soils or miscellaneous areas are somewhat similar 
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or 
miscellaneous areas that are shown as one unit on the maps. Because of present 
or anticipated uses of the map units in the survey area, it was not considered 
practical or necessary to map the soils or miscellaneous areas separately. The 
pattern and relative proportion of the soils or miscellaneous areas are somewhat 
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas 
that could be mapped individually but are mapped as one unit because similar 
interpretations can be made for use and management. The pattern and proportion 
of the soils or miscellaneous areas in a mapped area are not uniform. An area can 
be made up of only one of the major soils or miscellaneous areas, or it can be made 
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil 
material and support little or no vegetation. Rock outcrop is an example.

Custom Soil Resource Report
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Marin County, California

204—Xerorthents-Urban land complex, 0 to 9 percent slopes

Map Unit Setting
National map unit symbol: hf4g
Elevation: 0 to 500 feet
Mean annual precipitation: 20 to 30 inches
Mean annual air temperature: 55 to 63 degrees F
Frost-free period: 270 to 350 days
Farmland classification: Not prime farmland

Map Unit Composition
Xerorthents and similar soils: 45 percent
Urban land: 40 percent
Minor components: 14 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Xerorthents

Setting
Landform: Tidal flats, valley floors
Landform position (two-dimensional): Backslope
Landform position (three-dimensional): Base slope, tread
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Earth spread deposits

Properties and qualities
Slope: 0 to 9 percent
Depth to restrictive feature: More than 80 inches
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None

Interpretive groups
Land capability classification (irrigated): 8s
Land capability classification (nonirrigated): 8s
Ecological site: R015XY003CA - Loamy Bottom
Hydric soil rating: No

Description of Urban Land

Setting
Landform: Tidal flats, valley floors
Landform position (two-dimensional): Backslope

Interpretive groups
Land capability classification (irrigated): 8
Land capability classification (nonirrigated): 8
Hydrologic Soil Group: D
Ecological site: R015XY003CA - Loamy Bottom
Hydric soil rating: No

Custom Soil Resource Report
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Minor Components

Hydraquents
Percent of map unit: 2 percent
Landform: Tidal flats
Landform position (two-dimensional): Backslope
Hydric soil rating: Yes

Ballard
Percent of map unit: 2 percent
Hydric soil rating: No

Blucher
Percent of map unit: 2 percent
Hydric soil rating: No

Cole
Percent of map unit: 2 percent
Hydric soil rating: No

Slopes more than 9 percent
Percent of map unit: 2 percent
Hydric soil rating: No

Unnamed, briefly flooded soils
Percent of map unit: 2 percent
Hydric soil rating: No

Novato
Percent of map unit: 1 percent
Landform: Salt marshes
Landform position (two-dimensional): Backslope
Hydric soil rating: Yes

Reyes
Percent of map unit: 1 percent
Landform: Salt marshes
Landform position (two-dimensional): Backslope
Hydric soil rating: Yes

Custom Soil Resource Report

11



References
American Association of State Highway and Transportation Officials (AASHTO). 
2004. Standard specifications for transportation materials and methods of sampling 
and testing. 24th edition.

American Society for Testing and Materials (ASTM). 2005. Standard classification of 
soils for engineering purposes. ASTM Standard D2487-00.

Cowardin, L.M., V. Carter, F.C. Golet, and E.T. LaRoe. 1979. Classification of 
wetlands and deep-water habitats of the United States. U.S. Fish and Wildlife 
Service FWS/OBS-79/31.

Federal Register. July 13, 1994. Changes in hydric soils of the United States.

Federal Register. September 18, 2002. Hydric soils of the United States.

Hurt, G.W., and L.M. Vasilas, editors. Version 6.0, 2006. Field indicators of hydric 
soils in the United States.

National Research Council. 1995. Wetlands: Characteristics and boundaries.

Soil Survey Division Staff. 1993. Soil survey manual. Soil Conservation Service. 
U.S. Department of Agriculture Handbook 18. http://www.nrcs.usda.gov/wps/portal/
nrcs/detail/national/soils/?cid=nrcs142p2_054262 

Soil Survey Staff. 1999. Soil taxonomy: A basic system of soil classification for 
making and interpreting soil surveys. 2nd edition. Natural Resources Conservation 
Service, U.S. Department of Agriculture Handbook 436. http://
www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053577 

Soil Survey Staff. 2010. Keys to soil taxonomy. 11th edition. U.S. Department of 
Agriculture, Natural Resources Conservation Service. http://
www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053580 

Tiner, R.W., Jr. 1985. Wetlands of Delaware. U.S. Fish and Wildlife Service and 
Delaware Department of Natural Resources and Environmental Control, Wetlands 
Section.

United States Army Corps of Engineers, Environmental Laboratory. 1987. Corps of 
Engineers wetlands delineation manual. Waterways Experiment Station Technical 
Report Y-87-1.

United States Department of Agriculture, Natural Resources Conservation Service. 
National forestry manual. http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/
home/?cid=nrcs142p2_053374 

United States Department of Agriculture, Natural Resources Conservation Service. 
National range and pasture handbook. http://www.nrcs.usda.gov/wps/portal/nrcs/
detail/national/landuse/rangepasture/?cid=stelprdb1043084 

12

http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_054262
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_054262
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053577
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053577
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053580
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053580
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/home/?cid=nrcs142p2_053374
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/home/?cid=nrcs142p2_053374
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/landuse/rangepasture/?cid=stelprdb1043084
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/landuse/rangepasture/?cid=stelprdb1043084


United States Department of Agriculture, Natural Resources Conservation Service. 
National soil survey handbook, title 430-VI. http://www.nrcs.usda.gov/wps/portal/
nrcs/detail/soils/scientists/?cid=nrcs142p2_054242 

United States Department of Agriculture, Natural Resources Conservation Service. 
2006. Land resource regions and major land resource areas of the United States, 
the Caribbean, and the Pacific Basin. U.S. Department of Agriculture Handbook 
296. http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?
cid=nrcs142p2_053624 

United States Department of Agriculture, Soil Conservation Service. 1961. Land 
capability classification. U.S. Department of Agriculture Handbook 210. http://
www.nrcs.usda.gov/Internet/FSE_DOCUMENTS/nrcs142p2_052290.pdf 

Custom Soil Resource Report

13

http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/scientists/?cid=nrcs142p2_054242
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/scientists/?cid=nrcs142p2_054242
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053624
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053624
http://www.nrcs.usda.gov/Internet/FSE_DOCUMENTS/nrcs142p2_052290.pdf
http://www.nrcs.usda.gov/Internet/FSE_DOCUMENTS/nrcs142p2_052290.pdf

